ReaderTT.config = {"pagecount":28,"title":"","author":"","subject":"","keywords":"","creator":"Adobe InDesign CS6 (Macintosh)","producer":"Adobe PDF Library 10.0.1","creationdate":"D:20170203160100+01'00'","moddate":"D:20170227140454+01'00'","trapped":"False","fileName":"document.pdf","bounds":[[909,1208],[909,1208],[909,1208],[909,1208],[909,1208],[909,1208],[909,1208],[909,1208],[909,1208],[909,1208],[909,1208],[909,1208],[909,1208],[909,1208],[909,1208],[909,1208],[909,1208],[909,1208],[909,1208],[909,1208],[909,1208],[909,1208],[909,1208],[909,1208],[909,1208],[909,1208],[909,1208],[909,1208]],"bookmarks":[{"title":"Best Availability, Wechselventile Type 330, 320","page":1,"zoom":"Fit","children":[{"title":"Ventilführer","page":2,"zoom":"Fit"},{"title":"Inhalt","page":3,"zoom":"Fit"},{"title":"LESER Wechselventile","page":4,"zoom":"Fit","children":[{"title":"Anwendungen","page":4,"zoom":"Fit"},{"title":"Industrien","page":4,"zoom":"Fit"},{"title":"LESER Wechselventile \u2013 Die Vorteile","page":4,"zoom":"Fit"}]},{"title":"Allgemeine Informationen","page":5,"zoom":"Fit"},{"title":"Grundlagen","page":6,"zoom":"Fit","children":[{"title":"Design und Widerstandsbeiwert","page":6,"zoom":"Fit"},{"title":"Berechnung des Druckverlusts","page":7,"zoom":"Fit"}]},{"title":"Ausführungen","page":8,"zoom":"Fit","children":[{"title":"Type 330 Compact","page":8,"zoom":"Fit"},{"title":"Type 320 Flow","page":8,"zoom":"Fit"}]},{"title":"How to Order","page":9,"zoom":"Fit"},{"title":"Ausführung und Werkstoffe","page":10,"zoom":"Fit"},{"title":"Type 330 Compact","page":12,"zoom":"Fit","children":[{"title":"Artikelnummern und technische Daten","page":12,"zoom":"Fit"}]},{"title":"Type 320 Flow","page":16,"zoom":"Fit","children":[{"title":"Artikelnummern und technische Daten PN 40","page":16,"zoom":"Fit"},{"title":"Artikelnummern und technische Daten PN 250","page":18,"zoom":"Fit"}]},{"title":"Flanschbohrbilder","page":20,"zoom":"Fit"},{"title":"Flanschdichtflächen","page":21,"zoom":"Fit"},{"title":"Verriegelbare Kombination","page":22,"zoom":"Fit","children":[{"title":"Anwendungsfälle","page":22,"zoom":"Fit"},{"title":"Kombinatorik und variabler Flanschabstand","page":22,"zoom":"Fit"},{"title":"Abmessungen","page":23,"zoom":"Fit"},{"title":"Abweichendes C1-Maß in verriegelbaren Kombinationen","page":23,"zoom":"Fit"}]},{"title":"Zusatzausrüstung","page":26,"zoom":"Fit"},{"title":"LESER Weltweit","page":28,"zoom":"Fit"}]}],"thumbnailType":"jpg","pageType":"html","pageLabels":[]};
